
G-17, Bharat  Industrial  Estate,  T. J.  Road,  Sewree (W),  Mumbai -  400 015. INDIA.
Sales Direct.: 022 -2 4156638,     Tel. : 022-241224540, 24181649,      Fax : 022 - 24149659
Email : kusam_meco@vsnl.net,                                        Website : www.kusamelectrical.comAn ISO 9001:2008  Company

®
All Specifications are subject to change without prior notice

Navin.com/D.drive/sandeep gupta/New catlog Dec 2011/KM-8051.cdr

An ISO 9001:2008  Company

  

®

DIGITAL  LUX  METER  

Model  KM 8051

FEATURES : 

Preliminary Data

?  
2    foot candle ( lm / ft )

?  Range : 0 ~ 30000 Lux; 0 ~ 2788.0 ftc

?  Resolution : 1 Lux (0 ~ 30000 Lux);

                          0.1 ftc (0 ~ 2788.0 ftc)

?  Accuracy : ± (4% + 50 digits) to reference

?  Sample Rate : 1 time / sec

?  Auto Power off (about 20 min idle)

2Double Parameter Measurement : Lux ( lm/m ); ?  Low Battery Indicator
O O O O?  Operating Environment : 0 C ~ 50 C (32 F ~ 122 C), 

                                                0 ~ 80% RH
O O O O?  Storage Environment : -20 C ~ 60 C (-4 F ~ 140 C), 

                                           0 ~ 80% RH

?  Power Supply : DC 1.5V (AAA Battery) x 3 pcs (included)

?  Dimension : 121 x 60 x 30mm (L x W x H)

?  Weight : about 180g

SPECIAL FEATURES : 

?  Back light function              ?  Auto Power off with disable feature       ?  Data hold function    ?  MAX MIN function

ACCESSORIES :

Instruction Manual, Carrying Case, 1.5V AAA x 3 Batteries, Wrist Strap 
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